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AX1 Alarm System Descriti = Eouls
Features SeCripson i o
Programmable Zones ;’1’2E‘-r;z:ﬂatZ”;n?F;Z;iti%‘:;trol] 8+2 8+2 16+2 32+2
Partition 1 Partition to 4 Partition 1 1 2 4
Maximum Keypad Keypads 4 4 8 8
Arming Type Auto Home / Day / Night / Force v v v v
Real Time Arm/ Disarm Timer Real Time Timer (Daily) 1 1 1 4
Real Time Clock Function Yes v v v v
C t | Y H Entry/Exit Delay Programmable v v v v
O n ro O u r O | I le Zone Types EOL/NO/NC v v v v
Zone Sensitivity Individual Zone Loop Response Sensiti v v v v
- Pulse Count Yes X v v v
Wl -t O n e TO u C Zone Chime Individual Chime Setting v v v v
Access Codes 1 Master /7 Users/ 1 Guest/ 1 Duress v v v -
1 Master /12 Users/4 Guest/ 1 Duress = = =i U4
Duress Code Yes v v v v
Key Switch Function Yes v v v v
Telephony Voice Interaction Yes v v v v
Communication Method R5485 v v v v
Remote Programming via Phone ~ Yes v v v U4
: Event Trigger & Reporting Programmable v v v v
S e sl | | Zome:F2:Damct ) Fast Key Yes (Easy Menu Access) v v v v
Soft Zone Emergency/ Fire / Panic v v v v
Programming Mode Master 1/Installer1 v v v v
S siratoe CMS Reporting Format Ademco Contact ID v v v v
Roam{Wsles) Report Events 4 Phones and 4 Account Numbers v v v v
Double Call-In Yes v v v v
Alarm Reporting G5M (Call Type) v v v v
Event Log 1000 Events X X X v
Mobile Apps Compatibility AXIIOT PLUS (Android & i0S supported) Incompatible v v "4
Programmable OQutput 4 PGM X v 4
Automation*
Output Control (5tatus Feedback)  Automation Point 810 1610 3210
Real Time ONJQFF Timer 4 Pair v v v
Test
Walk /CMS/ Siren / Strobe Light/ Battery v v v
Identification Test v v v
Protection
Dedicated Tamper Zone, AC Power Supply Monitoring, Low Battery Indication v v v

Telephone Line Lost Detection, External Communication Monitoring

System Technical Specification
AQ BASIC MAINBOARD A2ZB2 SERIAL

DK-TSENSE Keypad

Physical 199.5mm x 120.5mm Physical B6mm x 146mm
Electrical Violtage Input 15V DC, 2.5A (Adaptor), 3A (SMPS) Electrical Voltage Input 12V DC
Auxiliary / Strobe Light/ Bell Output 12V DC, 500mA Electrical Current Drain 100mA

Siren Qutput
Programmable Output
AXIIOT Module
Physical (PCB)

12V DC, 2A (Max)
12V DC, 100mA

82mm x 47mm

DK-ICON Keypad (D2)
Physical

Electrical Voltage Input
Electrical Current Drain

130mm x 99mm
12V DC
100mA

Weight (g) 22759 DK-LED Keypad
. Electrical Voltage Input 12V DC Physical 130 99my
Famlly @ : : - ysi mm x 99mm
. 24 24/7 Schedullng = Electrical Current Drain 40mA Electrical Voltage Input 12V DC
Shar'ng ‘ Alarm Hlstory DK-LCD Keypad Electrical Current Drain 100mA
Physical 114mm x 94mm
Electrical Violtage Input 12V DC — .
s Electrical Current Drain 100mA C€ g“ (GI.D_,, 0 ’)
9 GPS Geo 0@ | Integratable to =‘ Multiple & Instant ﬂowuoad our -
<& | Fencing* B AX1 Camera ® | Push Notification EWPRTIOW

DAIKIN ELECTRONIC DEVICES MALAYSIA SDN. BHD.

*for Automation

» GooglePlay | @8 App Store




